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() KI1JO BATTERY

GY Series lead-acid battery

GY6-EVF-135
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General Features

) High corrosion resistant performance: Pb-Ca
multi-alloy grid
High energy density and power density
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Optimized capability of instant high-current
discharging

Excellent charge acceptance ability

Excellent deep cycle discharge capability
Strong high and low temperature performance

Precision sealing technology
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Long life
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Dimension:341(L)x173(W) x281(H)x283(TH) Unit: mm
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Terminal Dimensions
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" Charge Method

Applications

UPS/EPS

Power systems

Telecommunications system

Emergency lighting. Auto control system

Solar/wind generating storage cyclic
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Other general purpose

Specification

Nominal Voltage 12V

Nominal Capacity 135Ah

Design life 10 years

Terminal AP

Approx. Weight Approx 44.0kg (97.001Ibs)
Container Material ABS

(EBHOES 20Hour Rate (6.75At0 10.5V)

Rated Capacity PGS 3Hour Rate  (36.9Ato 10.2V)
90.9Ah 1Hour Rate (90.9At0 9.6V)
Internal resistance Full charged at 25°C: 4.3 mQ
Max. Discharge Current 1620A(5S)
Discharge: -20~50°C(-4~ 122°F)
Operating Temperature Charge: -20 ~50°C(-4~ 122°F)
Storage: -20 ~50°C(-4~ 122°F)

Charge current: Max. 33.75A ; Recom.13.5A

Float Charge voltage(-3mV/ °C) :13.5-13.8V,
recom.13.8V(Full floating system)

(25°C) .
Equalize charge:13.8-14.1V,recom.14.1V(-4mV/ °C)

Cycle charge:14.4-15.0V,recom.14.7V(-6mV/ °C)

Selfdischarge 3% of capacity declined per month at 25°C

Constant Current Discharge Characteristics Unit: A (25°C, 77°F)

FV/Time 5min  10min 15min 30min 45min 1h  1.5h  2h 3h  4h 5h 6h 8h  10h  20h
1.60V 477 316 256 155 112 909 569 521 378 273 254 202 167 13.0 6.85
1.65V 461 315 247 153 111 904 565 519 374 271 251 200 165 129 6.82
1.70V 444 312 243 150 110 89.7 56.1 515 369 269 249 199 164 128 6.78
1.75V. 407 308 235 149 108 884 553 507 365 265 246 196 163 126 6.75
1.80V. 364 300 217 142 106 861 549 497 363 263 239 195 161 126 6.71
1.85V 326 278 195 130 979 798 529 472 341 254 228 187 155 121 6.60
Constant Power Discharge Characteristics Unit: W/cell (25°C, 77°F)

FV/Time 5min  10min 15min 30min 45min 1h  1.5h  2h 3h  4h 5h 6h 8h  10h  20h
1.60V 799 537 448 281 206 172 114 986 72.0 540 482 396 324 251 136
1.65V 770 534 444 279 205 171 113 983 71.0 534 479 392 321 248 135
1.70V 763 527 440 279 203 169 112 97.9 70.6 53.0 475 389 320 246 134
1.75V. 712 524 433 277 202 168 111  97.4 703 524 475 384 317 244 134
1.80V. 655 521 412 271 200 167 109 971 70.0 51.8 467 380 315 241 133
1.85V 586 484 365 248 186 155 108 927 66.5 51.0 446 37.4 304 237 132

Disclaimer: Manufacturers have the right to self-modify the parameters of the product updates, please keep in touch with manufacturers to obtain the latest information.
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Discharge characteristic Charging characteristic
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The effect of temperature on capacity The effect of discharge depth on cycle life
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Curves of self-discharge The effect of temperature on float life
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@ www.kijo.com.cn info@kijo.com.cn +86-791-85982779 +86-791-85989842

Jiangxi Jingjiu Power Science&Technology Co. Ltd. Jiangxi Jingjiu Power ( Jiujiang) Co. Ltd.

Add:1388 Fushan No.1 Street, Xiaolan Economic Development Add: Xiwang Rd, Aicheng Industrial Park, Yongxiu Country,
Zone,Nanchang City,Jiangxi Province,China. jiujiang City, Jiangxi Province, China.
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