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K1JO BATTERY JLG Series Pure GEL battery

JLG12-200

Applications

) Solar/wind energy and other new energy storage
> UPS/EPS
) Power systems
) Telecommunications system
> Emergency lighting. Auto control system
) Other general purpose
General Features Specification
) Nanosilica colloidal electrolyte and high tin positive Nominal Voltage 12v
] Nominal Capacity 200Ah
plate alloy design to enhance battery performance
Design life 10 years
) Relatively rich electrolyte, high temperature and low Terminal M8
temperature performance is superior Approx. Weight Approx 61.8kg (136.25lbs)
) Longcycle life, excellent deep cycle discharge ability Container Material ABS
) Excellent charge acceptance ability 20Hour Rate (10.0Ato 10.5V)
) Precision sealing technology Rated Capacity (CZNVANIS  3Hour Rate  (54.7Ato 10.2V)
135Ah 1Hour Rate  (135Ato 9.6V)
) Long life Internal resistance F °C:
ull charged at 25°C: 4.0mQ
g / p— Max. Discharge Current 2400A(5S)
180D @L ) @ Discharge: -40 ~60°C(-40~ 140°F)
@ 140013 13231 RoHS _ _ ) .
Operating Temperature Charge: -20 ~50°C(-4~ 122°F)

Storage:  -20~50°C(-4~ 122°F)
N\ e Fe ® @

Charge current: Max. 50.0A ; Recom.20.0A

Dimension:522(L)x240(W) x219(H)x222(TH) Unit: mm Float Charge:13.5-13.8V,recom.13.5V(-18mV/ °C)

Charge Method

Y " % (25°C) Equalize charge:13.8-14.1V,recom.14.1V(-24mV/ °C)
= ﬁ*‘ﬁ 10|
f Cycle charge:14.4-15.0V,recom.14.4V(-30mV/ °C)
4 - é -
{ we  Selfdischarge 3% of capacity declined per month at 25°C

Terminal Dimensions

Constant Current Discharge Characteristics  Unit: A (25°C, 77°F)

FV/Time 5min 10min 15min 30min 45min  1h 1.5h  2h 3h 4h 5h  6h 8h 10h  20h
1.60V 705 470 379 220 166 135 88.7 772 561 416 376 300 247 193 101
165V 683 466 367 216 164 134 879 76.8 555 412 372 297 245 191 101
1.70V 656 463 359 212 163 133 87.0 76.2 547 408 368 294 243 189 10.0
1.75V 617 456 348 211 161 131 862 751 541 404 365 291 241 187 10.0
1.80V 541 445 324 209 157 128 853 737 537 40.0 355 288 239 185 9.91
1.85V 495 411 289 200 145 118 828 70.0 50.6 388 33.7 280 229 180 9.72

Constant Power Discharge Characteristics Unit: W/cell (25°C, 77°F)

FV/Time 5min 10min 15min 30min 45min  1h 1.5h 2h 3h 4h 5h 6h 8h 10h  20h
1.60V 1181 796 667 402 306 255 169 147 107 790 713 586 48.0 37.0 20.0
1.65V 1136 789 655 401 304 253 167 146 106 782 71.0 580 47.6 36.7 19.9
1.70V 1125 783 647 400 301 251 165 145 105 774 704 575 474 363 19.8
1.75V 1054 777 643 398 299 249 164 144 104 76.6 70.0 56.9 47.0 359 197
1.80V 928 771 608 396 296 247 162 143 103 758 69.2 56.3 46.6 356 19.6
1.85V 855 714 544 378 275 229 160 137 99 747 66.1 554 451 350 19.4

Disclaimer: Manufacturers have the right to self-modify the parameters of the product updates, please keep in touch with manufacturers to obtain the latest information.
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K1JO BATTERY JLG Series Pure GEL battery

JLG12-200

Discharge characteristic
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The effect of temperature on capacity
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@ www.kijo.com.cn info@kijo.com.cn

Jiangxi Jingjiu Power Science&Technology Co. Ltd.

Add:1388 Fushan No.1 Street, Xiaolan Economic Development
Zone,Nanchang City,Jiangxi Province,China.
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Constant charge at 0.1CA-14.1V(25°C)
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The effect of discharge depth on cycle life
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Curves of open circuit voltage vs. capacity
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+86-791-85982779 +86-791-85989842

Jiangxi Jingjiu Power ( Jiujiang) Co. Ltd.

Add: Xiwang Rd, Aicheng Industrial Park, Yongxiu Country,
jiujiang City, Jiangxi Province, China.
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